Set Bizhub to use Gmail as its email

some copiers have different interface theme, but menus are the same..

First login to copier using Ip you obtained during step 2
You can login using chrome or edge

(example)

& 192.168.0.101

pokmarks m Opt in to the Excha... [8] Diagnosis Recovery.. @ Services @ bizhub Troubleshoo... *| Konica Minolta Rem...

MINOLTA

g Ready to Scan

Login to copier as admin : the password for admin is 12345678 or 1234567812345678

Under system/machine settings enter your email.
(Example)

Machine Seti
ine Setting Machine Setting

Register Support Information

Device Location | 9609

Administrator Registration
Network TWAIN

Administrator Name |SCANS
(Q? User Auth/Account Track Reset Settings Emrilnics [example@gmail.con] w» ]
Extension No l—

EIEﬁ Network » User Box Setting

Company Name |

Department Name I
% Box » URL Document Management Se...
Input Machine Address

Device Name |c.258 1D# 9609

Q@ Print Setting P Stamp Settings

E-mail Address Iexample@gmail,
EF Store Address Blank Page Print Settings \

Enter your gmail you created for

copier here.

Under network /email /smtp enter these settings , make sure you set to tls and port 587

(Example)



Maintenance

System Settings

Security

User Auth/Account Track

VLAN Settings

» TCPIP Setting

¥ E-mail Setting

E-mail RX (POP)

E-mail TX (SMTP)

E-mail TX Setting

Scan to E-mail

E-mail Nofification

Total Counter
Notification

ON
ON v

SMTP Server Address Please check to enter host name

E-mail TX (SMTP) [smtp.gmail.com

Use SSLTLS Start TLS v &——

SIMIME Port Number  [557 (1-65535) Make sure this is set to

Print Setting » LDAP Setting Port No.(35L)  [465 (1-65535) smtp.gmail.com
Certificate Verification
Level Settings
S Sadss APy Validity Period | Do Not Confirm v Start TLS
on
Wizard FTP Setting Do Not Canfirm
Key Usage Do Not Confirm ~ Port number 587
Customize SNMP Setting Chain Do Not Confirm +
Contematon.
> SuB Sert Confirmation Do Not Confirm v
ettin:
J Connection Timeout ec
Admin. E-mail I i
» DPWS Settings Address example@gmail com

Device Mail Address Iexample@gmail.com
Bonjour Setting Authentication Setting

POP before

» WehDAV Setti swre ki
e ings
Ereame [ kec @60)
Authentication Setting
POP before
SMTP
POP before
SMTP Time E sec. (0-60)
SMTP
Authentication
SMTP
Authentication
Method
Kerberos
NTLMv1
igest- Enter r gmail reated for
Eﬂlg{;.sl B t? yau gmail you created fo
EqF[i).;.M— copler nere.
P
User ID Iexample@gmai&/om
[[] Password is changed. (Password is currently set.)
Password I
Domain ﬁ
Mame I
Server load reduction
transmission method |9#F h
Binary division
Size Kbyte
(100-15000;5tep100)
Max Mail Siz Mo Limit v

Server
Capagity limit I Mbyte(1-100)

For the password select password has changed.
e enter password that you created Here..
e Make sure you include spaces in password.



e See example below

e Make sure you include the spaces.

(Example:)

Generated app password

Your app password for your device

shut zfli wkyu etcf

How to use it

Go to the settings for your Google Account in the application or device you are
trying to set up. Replace your password with the 16-character password shown
above.

Just like your normal password, this app password grants complete access to
your Google Account. You won't need to remember it, so don't write it down or
share it with anyone.




